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Notes for maintenance

Before using the product, carefully read this manual and keep it for future reference. The images are for reference only and 

Please carefully read these instructions before installation and use. Make sure to check if the electrical socket is 

grounded to avoid a risk of leakage.

Ensure the rechargeable vehicle's service life by keeping it away from windows and possible damage caused by 

exposure to rain.

Due to continuous upgrades and transformations in product appearance, there may be slight differences between 

physical objects and manual pictures. The user is responsible for any damages caused by improper operation.

Unauthorized maintenance personnel should not attempt to disassemble the circuit portion of the cabinet.

Unauthorized maintenance personnel should not attempt to replace the cabinet's internal electrical appliances.

WARNING! Do not open cabinet doors when UV lamps are turned on.

may not depict the actual product.

The unit can only be repaired in certified centers and by qualified personnel.

 

 

Steps to install the handles and accessories:
1. Get all the handles and accessories ready.

2. Mount the handle on either side of the cart. 

3. Tighten all the screws to complete the installation.
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1. Please ensure that the equipment is turned off using the power switch before operation to avoid any accidents.

2. Insert each VR headset into storage area and charge using charging head.

3. Close the cabinet door and turn on the power switch. The green light will turn on and the LED indicator inside the charging 

cabinet will display.

4. Upon powering on, the UV lamp automatically turns off after 5 minutes of disinfection. Once finished, open the door to retrieve 

 your headsets. 

Note:

1. If the switch of the equipment is closed and the switch indicator doesn't light up in green, the equipment won't turn on. In 

order to power it on, you need to open the cabinet door. You will find an overload protector at the bottom layer. Press the blue 

button of the protector and then push the knife switch upwards. This will turn on the power of the equipment.

2. The UV lamp will automatically turn off after 5 minutes of disinfection. Alternatively, the sterilization process can be controlled 

through a special switch for UV lamps.

Operating Instructions

Structure

Charging VR devices

Type-C charg ing  port

Storage area

Overload 

protector

Wheels

Door

Lock

Type-C charg ing  port

Led ind icator

Led ind icator

Storage area

Lock

Door

Wheels
Overload protector

AC socket

AC socket

LED uvc lam p

LED uvc lam p
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Technical details

 

1 x User's Manual
1 x Cert ifcate of qualit y
1 x Pow er cab le 
24 x Charg ing  cab le

Package contents

A
C
C
E
S
S
O
R
IE
S

1430W(DC:288W;AC:1142W)

5.0V,2.4A; 9.0V,2A (Type-C

Maximum Pow er Output

 ports 24)DC Output

100V,13A,60Hz o 120V,13A,60HzInput

E
N

E
R

G
Y

85kgGross w eigh t

65kgNet w eigh t

100--120V AC(12ports)AC Output

830x730x960 (L X D  X H)Packaging size

814x722x934 (L X D  X H)External dimensions

W
E

IG
H

T
 A

N
D

 D
IM

E
N

S
IO

N
S

Code EN12

T
E

C
H

N
IC

A
L

 D
A

T
A

Charging Slot 12 VR, 24 controllers

Main materials SPCC

Wheels 4

Electrical protections

Fan

Overvoltage protection, Grounding, 

Overload protection, Protection from 

overcurrent, Short-circuit protection, 

Surge protection, Leakage protection, 

Insulation protection

1 with temperature control

Switch 1

Power socket 1

Led indicator 12

CE,FCC,ROHS,REACH,CA65

WarrantCertifcations y

,ISO9001 1 years

0°C ~ +45°CStorage temperature20%~80%Operating humidity0°C ~ +45°C
Environmental 

Operating temperature
Conditions

* Height measurement may vary depending on the size of the device to be recharged.

EN12/EN24
USER MANUAL

EN



 
5

Technical details

 

 

 1 x User’s manual

1 x Quality Certificate

1 x Power cord

48 x USB charging 

cables

Package contents

1430W(DC:576W;AC:

A
C

C
E

S
S

O
R

IE
S

854W)Maximum Power Output

5.0V,2.4A; 9.0V,2A (USB ports 48)Output

110V,13A,60Hz or 220V,10A,50HzInput

E
N

E
R

G
Y

135kgGross weight

115kgNet weight

100-120V AC(24port s)

830x730x1690 (L X D

AC Output

 X H)

814x722x1528(L X D

Packaging size

 X H)

Code EN

External dimensions

W
E

IG
H

T
 A

N
D

 D
IM

E
N

S
IO

N
S

24

T
E

C
H

N
IC

A
L

 D
A

T
A

Maximum umber of units to charge 24 VR, 48 controllers

Main materials SPCC

Wheels 2

Electrical protections
 

 

Overvoltage protection, Grounding, Overload

 protection, Overcurrent protection, Short 

circuit protection,  

Surge protection, Leakage protection, 

Insulation protection 

Fans 1 with temperature control

Switches 1

Power sockets 1

Led indicators 24

CE,FCC,ROHS,REACH,CA65

CERTIFICATIONS WARRANTY

,ISO9001 1 years

 

 

0°C ~ +45°CStorage temperature20%~80%Operating humidity0°C ~ +45°COperating temperature

Conditions 

environmental 

conditions of use

* Height dimension may vary depending on the size of the device to be recharged.

EN12/EN24
USER MANUAL

EN



www.LOOKINGGLASSXR.com

6

EN12/EN24
USER MANUAL

EN


